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Number
Technical properties, functional
Requirements and classification

In accordance to EN 14471

Outer pipe material:

Quality:

Namely wall thickness:

Thermal insulation:

Tensile loading:

Maximum slope:

Maximum slope:

Gas-tightness:

Group 1:

Group 2:

Group 3:

Distance from flammable

materials:

20 mm distance, comb.gas route

air-cooled full distance

0 mm distance from outer pipe

0 mm distance from outer pipe

0 mm distance from outer pipe

Distance from flammable

materials:

Distance from flammable

materials:

Distance from flammable

materials:

Touch protection:

Touch protection:

Touch protection:

Touch protection:

Thermal resistance:

Resistance to condensate
effects:

Resistance to rain water
leakage:

place in flue area

not necessary

not necessary

not necessary

W (system chimney is used in wet
operation (as planned)

conditions are met

Resistance to wind load

Resistance to wind load

Resistance to wind load

Resistance to wind load

free height above last support - n.p.d.

free height above last support - n.p.d.

free height above last support - n.p.d.

free height above last support - 3 m

gas-tightness class

Combustion gas routes

according to EN 14241-1

Compression strength:

Rigid (starr) system 

Flexible (flex) system

stainless steel

not available

EPDM reticulated

max. installable vertical height

see protocol of exam TÜV SÜD Industry

Service GmbH, Munich, Germany

see protocol of exam TÜV SÜD Industry

Service GmbH, Munich, Germany

see protocol of exam TÜV SÜD Industry

Service GmbH, Munich, Germany

see protocol of exam TÜV SÜD Industry

Service GmbH, Munich, Germany

see protocol of exam TÜV SÜD Industry

Service GmbH, Munich, Germany

see protocol of exam TÜV SÜD Industry

Service GmbH, Munich, Germany

see protocol of exam TÜV SÜD Industry

Service GmbH, Munich, Germany

see protocol of exam TÜV SÜD Industry

Service GmbH, Munich, Germany

see protocol of exam TÜV SÜD Industry

Service GmbH, Munich, Germany

insulation is not available

Values/classes Other information, documentation
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